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Numerical Simulation of the Influence of the Effect of Tooth 1 

Number on the Mechanical Behavior of Natural Fiber Composite 2 

Gears: The Case of HDPE 40B. 3 

 4 

1. Abstract 5 
The purpose of this study is to analyze stresses and deformations using a numerical simulation of the effect of 6 

the tooth number on gears made from a new composite material, HDPE40B. 7 

After presenting the methodology used to obtain the gears 3D model, up to the application of loads to determine 8 

stresses and deformations, the influence of tooth geometric characteristics and operating conditions on the 9 

distribution of stresses and deformations in these gears induced by the loads, was studied as a function of gear 10 

tooth wear.  11 

The main observation in this study is that increasing the number of teeth leads to a reduction in stress due to the 12 

decrease in the normal loads carried by the gear teeth. 13 

Keywords: Composite; gears; natural fibers; modeling; number of teeth. 14 

 15 

2. Introduction 16 
 17 

The field of study of the materials is very wide and deals as well with the metals and alloys, the ceramics as on 18 

the new materials like the polymers and composites. The Laboratory of Mechanics and Eco-Materials (LMEM) 19 

of the University of Quebec à Trois-Rivières (UQTR) has developed plastic composite eco-materials reinforced 20 

by wood fibers for various applications. These composite materials are based on polyethylene and polypropylene 21 

of plant origin, reinforced by wood fibers such as aspen and birch. Studies [1] have shown that the most efficient 22 

of these materials for the manufacture of gears is the HDPE40B which is the subject of the present study. 23 

Although having some common models for their characterization, each composite material, even consisting of 24 

the same matrix and the same reinforcement, unlike their constitution rate and additive elements, has its own 25 

characteristics, so that the standards composites do not present generalized models as for metals. In addition, for 26 

certain specific applications, the existing standards are not complete as they do not cover all the aspects 27 

concerned, as is the case with gears made of plastic materials and polymer composites [2]. 28 

There is therefore a need for studies and experiments on these materials to develop models of their own for the 29 

characterization of their different properties. 30 

Moreover, the operating conditions of these gears can be at the origin of certain damages such as the wear of the 31 

active surfaces. Statistics show that, in gear-driven power transmission systems, the tooth concentrates more than 32 

60% of the defects recorded [3]. 33 

It is in this context that the study of the influence of the geometrical characteristics of the teeth and the operating 34 

conditions on the distribution of the stresses and deformations induced by the loads in the gears as a function of 35 

the wear are proposed. More particularly in this study the influence of the number of teeth on stresses and 36 

deformations while varying wear will be studied in this paper. 37 

2 Methodology 38 
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2.1 Modeling of teeth 39 

Before moving on to the modeling of normal and worn teeth, some characteristics of the gear will be shown 40 

(Figure 1). This study is limited to straight cylindrical gears with involute profile of a circle connected by the 41 

trochoid. 42 

 43 

Head radius: 𝑅𝑎 = 𝑅 + 𝑚 44 

Primitive radius: 𝑅 =
𝑚𝑍

2
 45 

Base radius: 𝑅𝑏 = 𝑅𝑐𝑜𝑠𝛼 46 

Foot radius:  𝑅𝑝 = 𝑅 − 1,25𝑚 47 

 48 

 49 

 50 

Where    m= Module;  Z= Number of teeth;  α= Pressure angle 51 

The start and end points of contact between the teeth define the mesh of the wheel and pinion. The tooth of 52 
the driving wheel comes into contact at A with the top of the driven wheel (start of meshing) and leaves it at B 53 
(end of meshing). (Figure 2) 54 
 55 

 56 

 57 

 58 

 59 

 60 

 61 

 62 

 63 

As shown in figure 3, the point of contact, at a given instant, is identified by its algebraic position S on the 64 
line of action (T1, T2). The point I corresponding to the primitive point on the profile of the tooth is at S equal to 65 
zero. Between points I (the primitive point) and A (the starting point of contact) defining the approach phase, S 66 
is negative and between points I and B (the end of contact point) defining the retreat phase, S is positive. 67 

𝑆

𝑝𝑛
 is the normalized position, conventionally used in gear studies. 68 

𝑝𝑛 is the basic normal pitch: 𝑝𝑛=𝜋𝑚 𝑐𝑜𝑠 𝛼 69 
𝛼 : Pressure angle 70 
𝑚 : Module 71 
 72 

Figure 1. Characteristic of a gear tooth 

Figure 2. Mesh line (AB) 
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So according to Figure 3, the equations allowing us to obtain the points on the segment have been developed 73 
[AB] (line of action). Point I corresponds to S equal to zero; between segment [IA] S is negative and between 74 
segment [IB] S is positive. 75 
            76 
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Considering the OBI triangle: 89 
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      with Ra the head radius, R the pitch radius and the angle at I which is equal to 

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, with α the 92 

pressure angle. 93 

) B  I ( -    O


  which allows us to obtain the segment [IB], 94 

Ra 
Isin
Osin  IB 


 , [IB] is the retreat distance. 95 

Thus for radius going from the head to the clearance radius, for a point M of radius Ri, its abscissa S on the 96 
action line which corresponds to the segment [IM] is found, I being the origin. 97 
With Ri the radius included between the head and clearance radius. 98 

 99 

2.2 Modelling  100 

For the modeling of straight cylindrical gears before and after wear in SOLIDWORKS, the method of guiding 101 
curves have been adopted. This method makes it possible to plot the curves from precise coordinates obtained in 102 
a text file provided by the VBA computer programming software. Indeed, the SOLIDWORKS software 103 
considers the macros from VBA, can read a file of points that it can represent with much precision in a form of 104 
curve  105 

After reading all the curves of the tooth by the same method, the representation of the latter consisting of the 106 
two main profiles which are the involute of circle and the trochoid, is obtain precisely. 107 

To pass from this two-dimensional curve to the representation of the tooth in three dimensions, it is sufficient 108 
to make an extrusion of the guide curve. 109 

Figure 4, shows the tooth profiles obtained after a uniform wear of 2%, 4%, 6% and 8%. Here the wear is 110 
simulated and assumed to be uniform to simplify calculations. To obtain the worn profile, the coordinates of the 111 
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Figure 3 :Calculation of the abscissa of the meshing points 
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normal profile are reduced according to the desired wear rate. This is done using a program in Visual Basic. And 112 
the profile of the tooth is drawn. [4] 113 

 114 
The SOLIDWORKS software has a library of materials ranging from metals to plastics and ceramics. 115 

However, the material that is the subject of this study is a new material not listed in the SOLIDWORKS material 116 
library. As a reminder, it is the composite with a thermoplastic matrix (high density polyethylene) reinforced 117 
with 40% of birch wood fibers called HDPE 40B. Therefore this new material will be integrated into the library 118 
of materials. 119 

The Table 1 below shows the full characteristics of the HDPE 40B material implemented in the software. 120 
 121 

Table 1. Characteristics of HDPE 40B in the SOLIDWORKS Materials Library 122 

Property Value Unity 

elasticity module 3450 N/mm
2 

Poisson coefficient 0.33  

shear modulus 1.85 N/mm
2
 

Volumic mass 1185.6 kg/m
3
 

tensile limit 38.5 N/mm
2
 

coefficient of thermal expansion 0.00028 /°K 

thermal conductivity 0.787 W/(m.°K) 

specific heat 1325.1 J/(kg.°K) 

material damping ratio 0.06  

 123 

The calculation of the forces in thermoplastic-based composite gearing differs from that of conventional metal 124 
gears since the meshing of these types of gears has certain particularities. Indeed, there is an extension of the 125 
contact between the teeth more at least outside the line of action, before and after the theoretical start and end of 126 
the meshing [5] [6]. Thus, the significant deformation of the tooth during the meshing tends to relieve each pair 127 
of teeth in contact since the transmitted load is then distributed better [7]. This particular behavior of 128 
thermoplastic gears has already been studied by authors who studied the magnitudes which characterize it in his 129 
previous studies [8,9]. In a practical approach, a simplified model for the calculation of the load distribution 130 
factor have been proposed [8]:  131 
 132 

 133 
 134 
For plastic / plastic mesh:  135 
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with : 137 
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Where   
W i

Wn
 

0
 is the value of the load distribution factor at the primitive point (s =0). 139 
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  (3) 140 

where : 141 

𝛼 : Pression angle 142 
𝑅 : Primitive radius 143 
𝑅𝑎 : Head radius 144 
𝑅𝑖 : Radius of any point taken on the profile with coordinate (x,y) 145 
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x, y : Coordinates of any point on the tooth profile 146 
𝑚 : Module of the tooth 147 
P : Circular step 148 
𝑆

𝑝𝑛
 : Normalized position 149 

𝑝𝑛 : Basic normal pitch: 𝑝𝑛=𝜋𝑚 𝑐𝑜𝑠 𝛼 150 
Z1, Z2: Number of teeth of wheel 1 and wheel 2 151 
S2

′′ /𝑃𝑛and S1
′′ /𝑃𝑛 : normalized positions on the action line of the start and end of real contact. 152 

 153 

 154 
Figure 4. Teeth profile wear of 2%, 4%, 6%, et 8%           Figure 5: Areas of application of forces 155 

 156 
Figure 6: Force calculation chart 157 

The calculation of the forces on the profile of a gear tooth passes through the various steps listed in the above 158 
flowchart (figure.6): 159 

The different cases of contact forces that exist are point, linear or surface force. The version of 160 
SOLIDWORKS used in our study only allows the application of surface force. So small areas of a few tenths of 161 
a square millimeter were created to apply these forces. They were created small so as not to deviate too much 162 
from the real conditions (figure 5). Five contact zones on the tooth profile where the forces will be applied have 163 
been selected. 164 
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 165 
With regard to the imposed displacements, this involves embedding on the lower surface of the tooth as 166 

shown in figure 7. Meshing is the process by which the elements and nodes of a field of study are defined. This 167 
mesh under SOLIDWORKS is automatic once the meshing parameters are introduced. For our case study, 168 
Figure 8 shows an example of a mesh that the software proposes to us.  169 

Once the mesh is executed the calculation of stresses and deformations is launched (Figure 9).  170 
To study the influence of the module, all other parameters are fixed and the module varied by 3, 5 and 8 mm; 171 

and this for different values of wear rate (0%, 4%, 8%). 172 
Experience has shown that when the wear rate reaches 12%, the tooth deteriorates, then the wear rates of 0%, 173 

4% and 8% are chosen to remain within allowable limits. 174 
 175 

For this study, we fixed the module, the pressure angle, and the torque, and varied the number of gear teeth. 176 
The fixed parameters are: 177 

-Module: 5 mm (Intermediate between the modules used: 3, 5, 8) 178 

-Pressure angle: 20° (The most commonly used angle in the ISO system) 179 

-Torque: 10 Nm (Intermediate between the torques used: 5, 10, 15) 180 

 181 

Figure 7. Tooth boundary         Figure 8. Meshing                            Figure 9. Von Mises stress 182 

 183 

3. Results 184 
 185 

Figure 10 shows the effect of the number of teeth on contact stresses, and Figure 11 the effect on tooth root 186 
bending stresses. 187 
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 188 

Pinion Wheel 

Figure 10 : Contact stresses 
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 216 

 217 

 218 

 219 

 220 

 221 

 222 

Wheel Pinion 

Figure 11 : Bending stresses 
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The increase in the number of teeth (Figure 10, where the wheel goes from 25 to 36 teeth) leads to a reduction in 223 
contact stress, owing to the decrease in the normal loads carried by the gear teeth, as shown by Equation (2) for 224 
the calculation of the normal load distribution factor at the pitch point, where 𝑍2is raised to the power of -0.4. 225 

The increase in the contact ratio (as illustrated by Equation (4) for the calculation of the normalized deviation, 226 
where 𝑍2is raised to the power of 0.7) also contributes to this stress reduction. Indeed, increasing the number of 227 
teeth on the wheels increases the gear ratio and consequently reduces the actual loads carried by each pair of 228 
teeth in contact, hence the decrease in contact stresses. 229 

The same observation applies (Figure 10), where the pinion goes from 17 to 25 teeth. 230 

The bending stresses at the tooth root, presented in Figure 11, increase as the wear rate increases. Indeed, as a 231 
result of the material loss caused by wear, the tooth becomes thinner, which in turn leads to higher stresses. 232 
Moreover, it is worth noting that bending stresses generally decrease as the number of teeth increases, as shown 233 
in Figure 11, where the number of teeth of the wheel goes from 25 to 36, for the same reasons as those given 234 
above. The same is observed in, where the number of teeth of the pinion goes from 17 to 25. 235 

 (4) 236 

 237 
 238 
Conclusion 239 
 240 

The aim of this study was to see how variation in number of teeth and wear rate acts on stress and 241 
deformation when gears are in operation in order to predict the effect of number of teethand allowable wear. The 242 
study of the influence of number of teethon the stresses and deformations for the pinion as well as for the wheel, 243 
generally indicate that as the number of teethincreases, the contact stresses and the bending stresses at the root of 244 
the tooth decrease, because increasing the number of teeth leads to a reduction in stress due to the decrease in the 245 
normal loads carried by the gear teeth. 246 

The stresses have the same shape for the pinion as well as for the wheel. The deformations have the same 247 
paces as the stresses which induced them in all cases, given that the deformations are proportional to the stresses. 248 

This study is only a part of the study of the influence of the geometrical characteristics of the gears and of the 249 
operating conditions on the distribution of stresses and deformations induced by the loads in the gears as a 250 
function of wear. It is envisaged the mathematical characterization of stresses as a function of torque, modules, 251 
pressure angle, number of teeth, tooth width and wear rate to encompass all the parameters influencing the 252 
stresses in a single formula. 253 
 254 

  255 
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